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Right-hand execution Left-hand execution

Reifenrath

MB-001522 c
Dimensions and technical data

Disc Brake SB 8.1
23.02.2021

All dimensions in mm
Alterations reserved without notice

For crane brake layout use safety factors 
documented in the FEM 1.001, Section 1

*) Average static friction factor of
standard material combination

The friction coefficient is subject to fluctuations depending on operational-,
material- and ambient-conditions! This must be considered during the selection!
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MB-001524 c
Dimensions and technical data

Disc Brake SB 8.2
23.02.2021

All dimensions in mm
Alterations reserved without notice

For crane brake layout use safety factors 
documented in the FEM 1.001, Section 1

*) Average static friction factor of
standard material combination

The friction coefficient is subject to fluctuations depending on operational-,
material- and ambient-conditions! This must be considered during the selection!
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MB-001526 b
Dimensions and technical data

Disc Brake SB 8.3
23.02.2021

All dimensions in mm
Alterations reserved without notice

For crane brake layout use safety factors 
documented in the FEM 1.001, Section 1

*) Average static friction factor of
standard material combination

The friction coefficient is subject to fluctuations depending on operational-,
material- and ambient-conditions! This must be considered during the selection!



  1
60

  

  1
7 

 

  c
a.

 7
60

  

  ca. 230    ca. 170  

  c
a.

 5
10

  

  20  

  1
60

  

  e  

  k1  

  
d2

  

  
d1

  

  
d4

  

  b  

  150    80    20  

  270  

  2
00

  
  1

5 
 

  2
30

  

  
14

  

Right-hand execution Left-hand execution

Reifenrath

MB-001521 d
Dimensions and technical data
Disc Brake SB 8.11

23.02.2021

All dimensions in mm
Alterations reserved without notice

For crane brake layout use safety factors 
documented in the FEM 1.001, Section 1

*) Average static friction factor of
standard material combination

The friction coefficient is subject to fluctuations depending on operational-,
material- and ambient-conditions! This must be considered during the selection!
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